Name: SwitcherlmagelmEx
Version: Windows PC Ver. 0.9.7.5

Primary Functions:

Import still pictures from the PC to the designated Still number of the switcher. The
supported file formats are BMP, JPG, PNG, and PIC. The minimum resolution is 1280 x
720.

Still pictures exported from the designated Still number of the switcher to the PC are
independent still pictures. The switcher always exports the original BMP files.
Import/export user memory slots to and from the PC, thereby allowing the user to easily
switch settings between machines.

Import still pictures (Logo, Picture, Still Image and etc) from the PC to the Clip number of
the switcher. The supported file formats are BMP, JPG, PNG and PIC. The optimal
resolution is 1920 x 1080.

Multiple language support: English / Traditional Chinese / Simplified Chinese

Installation
1. Download SwitcherlmagelmEx_vx.x.x.msi and click the icon to start the Setup Wizard.

2. Click “Next”

Welcome to the
SwitcherImageImEx Setup
Wizard

The Setup Wizard will install SwitcherImageImEx on your
computer. Click "Next” to continue or "Cancel” to exit the
Setup Wizard.
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3. Click “Install”



ﬁ SwitcherlmagelmEx Setup

Ready to Install
The Setup Wizard is ready to begin the SwitcherImageImEx installation

Click "Install”™ to begin the installation. If you want to review or change any of yaur
installation settings, dick "Back”™. Click "Cancel” to exit the wizard.

Advanced Installer
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4. When you see the safety warning requesting for permission to allow an unknown publisher
to make changes to the PC, please click “Yes” to continue.

0 User Account Control -

Do you want to allow this app from an unknown
publisher to make changes to your PC?

Prograrm name:  ChUsershUSERNDow..\SwitcherlmagelmEx_w0973.msi
Publisher: Unknown
File crigin: Hard drive on this computer

Show details Yes

Change when these notifications appear

5. Wait for the installation to finish.
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Installing SwitcherImageImEx

Please wait while the Setup Wizard installs SwitcherImageImEx. This may take
several minutes,

Status:

Advanced Installer
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6. After the setup is complete, you will see the following window; click “Finish” to launch
SwitcherlmagelmEx directly.

ﬁ' SwitcherlmagelmEx Setup =

Completing the
SwitcherImageImEx Setup
Wizard

Click the "Finish”™ button to exit the Setup Wizard.

[] Launch SwitcherImageImEx
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7. After the setup is finished, a shortcut will be created in Start Menu > datavideo > tools >
SwitcherlmagelmEx
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8. Click SwitcherlmagelmEx to open the program.
9. Click Uninstall to remove the program.

10. It is recommended to remove the existing program before any update and download the
latest version to reinstall SwitcherlmagelmEx. If the program is not removed, the user will
be prompted that the PC already contains the same program.
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Modify, Repair or Remove installation

Select the operation you wish to perfarm.

Modify
Allows users to change the way features are installed.

Repair

Repairs errors in the most recent installation state - fixes
missing ar corrupt files, shortouts and registry entries.

Remove
Removes SwitcherImageImEx from your computer,
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11. Select “Remove” to uninstall the program or follow instructions to remove the program
using Control Panel.

ﬁ! SwitcherlmagelmEx Setup >

Removing SwitcherImageImEx

Please wait while the Setup Wizard removes SwitcherImageImEx. This may take
several minutes,

Status: Remaving files
||
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How to use?

1. When the program is executed for the first time, it will automatically scan the network and
if multiple network interface cards are found, please select the card that is on the same
network as the device.

B Select Metwork Interface f... ? x

[192.168.1.127] Ethernet

[189.254. 141, 154] Local Area Connection™ 11
159,254, 247.81] Local Area Connection™ 13
192.168.1.127] Ethernet

[189. 254, 217, 155] Wi-Fi

2. If the available device is scanned and found, the connection will be automatically
established. After the connection is successfully established, the left side of the screen will
show “Connected” (will display Not Connected if disconnected).
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M/E 63 DSK 60 FTB 55

Connect Status DSK Trans

Connected 60

MENU SELECT
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3. After clicking Setup button, the network information will be displayed in the blue area
(identical to the SE-1200 MU user control interface).
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PC Controller
Import-Export Software Version 0.9.7.5

Network connect status Connected

Processor Unit

software version v1.3.3.3

standard FPGA Version 2016-10-18

Target IP Address 192.168.10.199
Network Mask 255.255.255.0
Gateway 192.168.10.1
Free Space 492 frames

Target IPAddr Auto Save Select Language Select

Network

192.168.10.199 (0] Factory Def English Save Setup

MENU SELECT
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4. After clicking Import-Export, you will be able to see four options and they are Import Still,
Import User, Import Clip and Export.



5. When in Import Still, click a Still number first and enter a location for storing the still. Then
click Import Still again, the interface for selecting picture files will appear. If the selected
picture is not 1920x1080 or 1280x720, the following interface will appear to allow you to
crop or enlarge the picture.
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Crop Size: Select the right crop

Resize Image: You will be allowed to select two sizes, large (1080) or small (720), and zoom
the picture to 1920 x 1080 or 1280 x 720.

OK: Confirm the setting and apply in the switcher.
Cancel: Cancel the selection
Hide: Hide the interface

6. After the right crop is selected or the resolution is correctly configured, the new settings will
be automatically applied to the switcher. To confirm, click the Still button on the MENU
SELECT pane to view the thumbnails.
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7. Import User has the identical steps; select .mem file to import.

8. Import Clip has the identical steps; however, the sequential files must be first saved in a
folder. The files are numbered using the last five characters. Select one file and the system
will automatically grab the file and the rest after that.

9. Click MENU Still to preview the existing stills on the switcher.
10. Click MENU User to preview the existing user memories on the switcher.

11. Click MENU Clip to preview the existing clips on the switcher.



