
 

 

   

 

Release Notes 

Model: NVS-35 

Aug.31, 2021 

NVS-35 Firmware 

 Version: FW V2.2.0(MCU 21.3.3.0) 

 File name: NVS35_FW_2_2_0.tar.gz/ nvs35_fw_recovery_image.tar.gz 

Issues 

1. When the firmware is updated, the LED indicator will be flickering.  

2. Fixed the issue that when the “Large” text is set for the CG News. When the text exceeds the range for 

displaying, it will be cropped.  

3. Supported the DVIP function.  

4. Supported the SRT Stream ID (for Caller Mode only). 

5. Supported the facial recognition risk management mechanism for Kuaishou platform.  

6. Supported the audio delay function. 

7. Fixed the HDMI SDI signal issue (independent use issue). 

8. Fixed the issue that the LIN-IN and MIXER can not be switched. 

9. Fixed the issue that the audio delay setting can not be memorized.  

10. Fixed the issue that the recorded file size will be 0KB when the Mixer is selected as the audio source.  

11. Fixed the issue that the unset content is not removed completely when the CG/News document is 

uploaded.  

 

Aug.31, 2021 

NVS-35 Firmware 

 Version: FW 2.1.6 (MCU 21.3.3.0) 

 File name: NVS35_FW_2_1_6.tar.gz/ nvs35_fw_2_1_6_recovery.tar.gz.zip 

Issues 

1. Fixed the screen shift issue when the input resolution is 1280 x 720. 

2. Fixed the activation & inactivation status issue for the Encoder Source. 

3. The streaming and recording settings can be set separately.  

4. Streaming and Recording for the FPS59.94 & FPS29.97 are supported. 

5. Fixed the issue that when the SD card is inserted after the NVS-35 is powered-on, an error message will be 

shown and the SD card can not be formatted.   

6. Fixed the issue that if the firmware update is failed and the web UI menu can not be shown correctly, 

users can still use the webpage for updating the firmware.  

7. Fixed the issue that the OSD will not be opened in default.  

8. The USB port can also be used for updating the firmware.  



 

 

 

 

9. Fixed the audio bitrate issue.  

10. Fixed the issue that if the SD card is inserted after the NVS-35 is turning on, it will cause the issue that the 

file can not be recorded after pressing the “Record” button.  

 


